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Standards
TS EN 61869-2 / IEC 61869-2

Maximum operating voltage (Un)
720V

Operating frequency
50/60Hz

Operating temperature
 -5°C...+40°C

Nominal Continuous Thermal Current
1,2xIn

Nominal Thermal Short-Circuit Current (Ith)
60xIn max 60kA 1 sec

Nominal Dynamic Current (Idyn)
2,5xIth 1 period

Isolation test voltage
3kV/1 min

Wire Thermal Class
H(180°C max.)

Flammability Rating
V-2

Protection Degree
IP20

Secondary Terminal
Nickel Plated Brass M5 Screw

Recommended Tightening Torque
2Nm (Secondary Terminal)

Accuracy Class
0,2- 0,2S- 0,5- 0,5S- 1- 3

Rated Power
1-30VA

Rated Primary Current
5-5000A

Rated Secondary Current
1A and 5A 

Usage type
Indoor/Panel

Accuracy Class

Accuracy Class
Nominal Current ± % Current Error

1% 5% 20% 100% 120%

0,2 - 0,75 0,35 0,2 0,2

0,2s 0,75 0,35 0,2 0,2 0,2

0,5 - 1,5 0,75 0,5 0,5

0,5s 1,5 0,75 0,5 0,5 0,5

1 - 3 1,5 1 1

3 - - 3 - 3

Current error and phase displacement error limit (according to TS EN 61869-2 for class 0.2S - 0.2 - 0.5S - 0.5- 1)

Maximum Cable Length for Secondary Current 5A (m)

Burden(VA)
Cable Cross-section mm2

2,5 4

1 1,73 2,77

1,25 2,35 3,76

1,5 2,97 4,74

2 4,20 6,72

2,5 5,44 8,19

4 8,07 12,05

5 8,88 15,30

7,5 12,56 20,09

10 15,51 24,81
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ENT.A20MN Series Current Transformers Datasheet

A20MN - Mini Design 5A SECONDARY

Class 0,5 Class 1 Class 3

VA 1,5 2 2,5 5 1,25 1,5 2,5 4 5 1 1,25

40A          M4323  

50A           M4324

60A     M4325       

75A      M4326      

100A M4327      M4328   

125A  M4329      M4330  

150A   M4369      M4332

200A   M4333      M4334

250A    M4335     M4336  

300A    M4337       

*For inquiries about products with nominal power, primary current, class, or 

1A secondary current not included in the table, please contact us.

TECHNICAL DRAWING

DESCRIPTION

Sealable model �A Series� current transformers in the primary current range of 40A - 300A.

APPLICATION

Used to convert primary currents from 20x10 mm busbars or cables with a diameter of 

21 mm into secondary currents of 1A or 5A.

TECHNICAL SPECIFICATIONS

� Compliant with TS EN 61869-2 / IEC 61869-2 standards

� Maximum Operating Voltage (Un) 720V

� Operating Temperature -5°C...+40°C

� Rated power range 1-7.5 VA

� Rated Continuous Thermal Current 1.2xIn
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ENT.A30MN � ENT.A30 Series Current Transformers Datasheet 

DESCRIPTION

Sealable model �A Series� current transformers in the primary current range 

of 30A - 600A.

APPLICATION

Used to convert primary currents from 30x10 mm busbars or cables with a 

diameter of 23.8 mm into secondary currents of 1A or 5A.

TECHNICAL SPECIFICATIONS

� Compliant with TS EN 61869-2 / IEC 61869-2 standards

� Maximum Operating Voltage (Un) 720V

� Operating Temperature -5°C...+40°C

� Rated power range 5-30 VA

� Rated Continuous Thermal Current 1.2xIn

A30 5A SECONDARY

Class 0,2S Class 0,2 Class 0,5 Class 1 Class 3

VA 5 7,5 2,5 5 7,5 10 10 1,5 2,5 5 1

30A           M4208

40A        M4190    

50A         M4189   

60A         M4188   

75A         M4187   

80A         M4186   

100A          M4148  

125A          M4157  

150A          M4149  

200A       M4139     

250A       M4155     

300A   M5097    M4156     

400A    M5096   M4724     

500A M5095    M5094  M4723     

600A  M5093    M5092 M4722     

*For inquiries about products with nominal power, primary current, class, 

or 1A secondary current not included in the table, please contact us.

A30MN - Mini Design 5A SECONDARY

Class 0,2S Class 0,5 Class 1 Class 3

VA 1 1,5 2,5 1,5 2,5 5 1 1,5 2,5 1

40A          M4543

50A       M4542    

60A        M4490   

75A        M4486   

80A         M4481  

100A M5722   M4480     M4677  

125A  M5723  M4679     M4675  

150A  M5724   M4676    M4718  

200A  M5725   M4678      

250A  M5726   M4680      

300A   M5727   M4477     

400A   M5728   M4472     

500A      M4468     

600A      M4465     
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TECHNICAL DRAWING

ENT.A30MN - Mini Design

ENT.A30
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ENT.A40MN � ENT.A40 Series Current Transformers Datasheet

DESCRIPTION

Sealable model �A Series� current transformers in the primary current range of 

300A - 800A.

APPLICATION

Used to convert primary currents from 40x10 mm busbars or for the A40MN Series, 

cables with a diameter of 27.8 mm, and for the A40 Series, cables with a diameter of 

28.1 mm into secondary currents of 1A or 5A

TECHNICAL SPECIFICATIONS

� Compliant with TS EN 61869-2 / IEC 61869-2 standards

� Maximum Operating Voltage (Un) 720V

� Operating Temperature -5°C...+40°C

� Rated power range 5-30 VA

� Rated Continuous Thermal Current 1.2xIn

A40 5A SECONDARY

Class 0,2S Class 0,2 Class 0,5

VA 5 7,5 10 5 7,5 10 10

300A       M4407

400A    M5183   M4138

500A     M5181  M4150

600A M5180     M5179 M4185

750A  M5178    M5177 M4772

800A   M5176   M5175 M4773

*For inquiries about products with nominal power, primary current, class, 

or 1A secondary current not included in the table, please contact us.

A40MN - Mini Design 5A SECONDARY

Class 0,2S Class 0,5

VA 1 1,5 2,5 5

300A M5729   M4769

400A  M5730  M4666

500A   M5731 M4700

600A   M5732 M4697

750A   M5733

800A   M5734
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TECHNICAL DRAWING

ENT.A40MN - Mini Design

ENT.A40
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ENT.A60 � ENT.A60T Series Current Transformers Datasheet

DESCRIPTION

Sealable model �A Series� current transformers in the primary current range of 

500A - 2000A.

APPLICATION

Used to convert primary currents from 60x30 mm busbars or cables with a diameter 

of 52 mm into secondary currents of 1A or 5A.

TECHNICAL SPECIFICATIONS

� Compliant with TS EN 61869-2 / IEC 61869-2 standards

� Maximum Operating Voltage (Un) 720V

� Operating Temperature -5°C...+40°C

� Rated power range 5-15 VA

� Rated Continuous Thermal Current 1.2xIn

A60T - Thin Design 5A SECONDARY

Class 0,5

VA 5 10 15

500A M4278   

600A M4279   

750A M4280   

800A  M4281  

1000A  M4282  

1200A  M4283  

1250A  M4284  

1600A   M4287

2000A  M4304

*For inquiries about products with nominal power, primary current, class, 

or 1A secondary current not included in the table, please contact us.

A60 5A SECONDARY

Class 0,2S Class 0,2 Class 0,5

VA 2,5 5 7,5 10 7,5 10 15 10 15

250A M5735         

300A M5736         

400A M5737         

500A M5738         

600A  M5739      M4670  

750A  M5740   M5193   M4504  

800A   M5741   M5191  M4452  

1000A    M5742  M5190  M4453 M4505

1200A    M5189   M5188 M4506 M4588

1250A
M5187

M4507 M4508
M5743

1600A M5744
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TECHNICAL DRAWING

ENT.A60

ENT.A60T - Thin Design
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ENT.A80 � ENT.A80T Series Current Transformers Datasheet

DESCRIPTION

Sealable model �A Series� current transformers in the primary current range of 

600A - 2500A

APPLICATION

Used to convert primary currents from 80x30 mm busbars or cables with a diameter 

of 60.4 mm, and for the T model, 80x40 mm busbars into secondary currents of 1A 

or 5A.

TECHNICAL SPECIFICATIONS

� Compliant with TS EN 61869-2 / IEC 61869-2 standards

� Maximum Operating Voltage (Un) 720V

� Operating Temperature -5°C...+40°C

� Rated power range 10-30 VA

� Rated Continuous Thermal Current 1.2xIn

A80T - Thin Design 5A SECONDARY

Class 0,5

VA 10 15

600A M4289  

800A M4920  

1000A M4291  

1200A M4292  

1250A M4293  

1500A  M4301

1600A  M4302

2000A  M4303

2500A  M4304

A80 5A SECONDARY

Class 0,2S Class 0,2 Class 0,5

VA 10 10 15 10 15 30

1000A  M5211  M4741 M4742  

1200A  M5210     

1250A  M5209     

1500A M5208  M5207  M4514 M4517

1600A M5206  M5205  M4519 M4520

*For inquiries about products with nominal power, primary current, class, 

or 1A secondary current not included in the table, please contact us.
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TECHNICAL DRAWING

ENT.A80

ENT.A80T - Thin Design
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ENT.A100 � ENT.A100T Series Current Transformers Datasheet

DESCRIPTION

Sealable model �A Series� current transformers in the primary current range of 

100A - 3000A.

APPLICATION

Used to convert primary currents from 100x30 mm busbars or for the T model 

100x40 mm busbars into secondary currents of 1A or 5A.

TECHNICAL SPECIFICATIONS

� Compliant with TS EN 61869-2 / IEC 61869-2 standards

� Maximum Operating Voltage (Un) 720V

� Operating Temperature -5°C...+40°C

� Rated power range 5-30 VA

� Rated Continuous Thermal Current 1.2xIn

A100 5A SECONDARY

Class 0,2S Class 0,2 Class 0,5

VA 5 10 15 10 15 30 15 30

2000A M5296   M5259   M4526 M4527

2500A  M5295   M5258  M4528 M4529

3000A  M5294   M5257  M4530 M4599

3200A   M5293   M5256 M4531 M4532

4000A   M5292   M5255  M4534

5000A        M4535

*For inquiries about products with nominal power, primary current, class, 

or 1A secondary current not included in the table, please contact us.

A100T - Thin Design 5A SECONDARY

Class 0,5

VA 10 15 30

1000A M4306   

1500A  M4309  

1600A  M4310  

2000A  M4311  

2500A  M4312  

3000A  M4338

3200A  M4313  

4000A   M4322
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TECHNICAL DRAWING

ENT.A100

ENT.A100T - Thin Design
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ENT.125T Series Current Transformers Datasheet

DESCRIPTION

Sealable model �A Series� current transformers in the primary current range of 600A 

- 2500A.

APPLICATION

Used to convert primary currents from 80x30 mm busbars or cables with a diameter 

of 60.4 mm, and for the T model, 80x40 mm busbars into secondary currents of 1A 

or 5A.

TECHNICAL SPECIFICATIONS

� Compliant with TS EN 61869-2 / IEC 61869-2 standards

� Maximum Operating Voltage (Un) 720V

� Operating Temperature -5°C...+40°C

� Rated power range 15-30 VA

� Rated Continuous Thermal Current 1.2xIn

A125T - Thin Design 5A SECONDARY

Class 0,5

VA 15 30

2000A M5510 M5511

2500A M5512 M5513

3000A M5514 M5515

3200A M5516 M5517

4000A M5518 M5519

5000A M5520 M5521

6000A M5522 M5523

*For inquiries about products with nominal power, primary current, class, 

or 1A secondary current not included in the table, please contact us.

TECHNICAL DRAWING
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TECHNICAL DRAWING

ENT.AB Series Current Transformers Datasheet

DESCRIPTION

APPLICATION

TECHNICAL SPECIFICATIONS

� Compliant with TS EN 61869-2 / IEC 61869-2 standards

� Maximum Operating Voltage (Un) 720V

� Operating Temperature -5°C...+40°C

� Rated power range  2.5-10 VA

� Rated Continuous Thermal Current 1.2xIn

AB                   5A SECONDARY

Class 0,2 Class 0,5

VA 2,5 10

15A M5174 M4224

20A M5173 M4223

25A  M4215

30A M5172 M4214

40A  M4227

50A M5171 M4213

60A M5170 M4212

75A M5169 M4211

80A  M4226

100A M5168 M4210

125A  M4225

150A M5167 M4209

*For inquiries about products with nominal power, primary current, class, 

or 1A secondary current not included in the table, please contact us.
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